KANGA

FARM EQUIPMENT

OPERATORS MANUAL
&
WARRANTY FORM

Gavhall Pty Ltd, trading as KANGA FARM EQUIPMENDuld like to thank you for choosing one of our
implements. Kanga Farm Equipment has manufacthree point linkage implements to handle the harsh
Australian Conditions, since 1982.

All new Kanga Farm Equipment Implements are back#ftla 12 month comprehensive warranty, against
faulty workmanship and/or materials, under normafking conditions and service, as outline in this
manual. Your warranty maybe considered void if@deayaged to the implement is caused by operator
abuse, neglect, or if any unauthorized modificatibave been made.

Kanga Farm Equipment and its Distributors/Dealers aot responsible for any transportation cost
incurred in the repair or replacement of parts ither a successful or non-successful warranty claih
implements must be returned to the manufacturedoranty assessment.

This warranty does not exclude any conditions ieajatiy the Trade Practices Act 1974, or any other
relevant legislation.

The information contained in this manual was currthe time of printing and has been compiled
especially to assist you with the Implement thathave purchased. It is of the utmost importahaeytou
read this manual, understand the context egutly out a risk assessmehefore operating the implement.

Please be aware that in an effort to bring youdrgitoducts we are always implementing continuous
improvements that may change the designs andispéaifs of the Implement. In doing this, Kangarfra
Equipment together with its Dealers and Distribgtare under no obligation to implement these chsinge

free of charge, on any previously delivered Implgme
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Post Hole Diggers

Mini Range
M Range
H Range
XH Range (Hydraulic)



) Specifications for this Gearbox can be found on page 25 of this Operators Manual.
8 Specifications for this Gearbox can be found on page 26 of this Operators Manual.
Specifications for this Gearbox can be found on page 26 of this Operators Manual.



8 Specifications for this Gearbox can be found on page 26 of this Operators Manual.
Specifications for this Gearbox can be found on page 26 of this Operators Manual.
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“The best safety device is an informed careful ogter.”
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“The best safety device is an informed careful cgter.”
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A IMPORTANT

COMMON CAUSES FOR HYDRAULIC CYLINDER FAILURES

BENT PISTON ROD NORMALLY CAUSED BY:
BINDING IN ANY DIRECTION

This could have been avoided by taking the simple
precaution of checking brackst clearances BEFORE—
DURING—AFTER the cylinder was extended, and before
using the cylindar under pressure.

STRETCHED TIE RODS BLOWN BODY SEAL
NORMALLY CAUSED BY: TOQ MUCH PRESSURE.

Extruded static seal and possibly broken or stretched tie
rods. To avoid this trouble check pressure rating af the
oylinder against the pump pressure raling of the tractor, the

cvlinder is to be used an or with,

&

BROKEN CLEVIS ENDS NORMALLY CAUSED BY:
IMPROPER CLEARANCE IN THE MOUNTING BRACKETS.

Clevis castings can be broken if clearances are not
adsquale to allow free movement of the gylinder when fuily
exlended. Hydraulic cylinders exent & tremendous amaunt
of force and if retarded before they raach the end of the
stroke somathing has to give, often the clevis casting.

ROUGH OR SCORED ROD.

Tie od cylindar rods are hard chrome plated and welded
cylinders are chrome steel. They can be marked or scored
Protect the rods at all times and be sure that nothing hits or
rubs # when it is extended. Rough places on the rod
damages the seals and reduces their nermal life, resulling in

—I
]

the necessity for frequent replacement.

BAOKEN HEAD CASTING NORMALLY CAUSED BY:
BENT PISTON ROD.

In case a rod becomes bent DO NOT attempt 1o pull the

cylinder closed. To do so will almest invariably cause the
head casting to crack or break.
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40hrs 8hrs  40hrs  16hrs  40hrs 8hrs 40hrs

Inner Joint Assembly Outer Joint Assembly

" Gearbox specifications and information regarding the quantity of oil required to fill them can be found on page 23 & 24 of this manual.
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Lower Linkage arms



KANGA

FARM EQUIPMENT

A CAUTION

s{



A CAUTION

Safety -7

Covers T J
-
i)

Ny

tr

KANGA

FARM EQUIPMENT

DO NOT CONTINUE TO LIFT THE
LOWER LINKAGE ARMS OF THE
TRACTOR ONCE THE FRAME HAS
BECOME RIGID OR YOU WILL

BEND THE FRAME. A BENT FRAME
IN THAT SITUATION IS NOT COVERED
BY WARRANTY.

The lower section of this frame,
) between the two (2) "X's,” must
be vertical or leaning out, away
from the tractor, when "locked”
into place with lower linkage arms.
To "Lock" the implement into place
SLOWLY raise lower linkage arms
until the implement become rigid.

To adjust the implement so that it
is vertical in the "locked" working
position, there are three (3) holes
for the lower linkage pins
adjustment and many holes in the
“tongue.”

Always ensure you use two (2) bolts in the "tongue”
otherwise the frame will not "lock™ into place and
become rigid. (see below)
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